
2X ULTRA - HIGH VACUUM
TIGHT EXPLOSIVE BONDING

(FULL AREA - ULTRA SONIC TEST NEEDED)

MAT’L. -  GLID-COP (AL-15)

4X MAT’L. - 304L STAINLESS STEEL

(FULL AREA - ULTRA SONIC TEST NEEDED)

TIGHT EXPLOSIVE BONDING

2X ULTRA - HIGH VACUUM

1. THIS DRAWING IS FOR EXPLOSIVE BONDING USE ONLY.

5. ASSEMBLY SHALL BE ULTRASONICALLY TESTED AND
CERTIFIED. CERTIFICATION OF ULTRA SONIC TEST
SHALL BE SIGNED BY A CONTRACTOR REPRESENTATIVE
TO SIGN SUCH CERTIFICATION
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ARGONNE NATIONAL LABORATORY

PARTS LIST

ITEM DWG/PART NUMBER NOMENCLATURE OR DESCRIPTION MATERIAL / SPEC QTY
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L5810002-02-1

L5-810002-02-1

L5-81 APS UNDULATOR
WHITE BEAM H & V

GRAZING - INCIDENCE
KNIFE - EDGE SLITS

COOLING BLOCJ

SEE ABOVE
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MUSCIA 7/15/97

SHU/CHANG 7/25/97

CHANG/MUSCIA 7/15/97

D. SHU 7/25/97

D. SHU 7/25/97

T.M. KUZAY 7/25/97
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WHEELS IS PROHIBITED
POLISHING COMPOUNDS, OR RESIN-BONDED GRINDING
ABRASIVE PAPER OR SANDING DISCS, BUFFING OR

4. FINISHING: WHEN MACHINING VACUUM PARTS USE OF

2. THIS IS A ULTRA- HIGH VACUUM COMPONENT (UHV)

FOR REF. ONLY

    B) TRIM SOL
    A) CIMCOOL 5 STAR 49

    IS PROHIBITED. USE ONE OF THE FOLLOWING:
   SILICONE AND SULPHUR-BASED CUTTING FLUIDS
3. WHEN MACHINING VACUUM PARTS, USE OF

NOTES:

6. DIMENSIONS IN [  ] ARE MILLIMETERS AND

BEFORE

*

* MACHINE AFTER  EXPLOSIVE BONDING

*

 EXPLOSIVE BONDING

7. DIMENSIONS IN (  ) ARE FOR REF. ONLY

M.J.M.

.250 [6.35]

4x .210 [5.33]

8.794 [221.83]

2.93 [74.42]

1.953 [49.62]

*

2 REPLACED TUNGSTEN MATERIAL WITH

GLID-COP EXPLOSIVE BONDING

SHEET 2 0F 2 ADDED
HIGH DENSITY TUNGSTEN ALLOY

HD 18.5 WAS TZM MOLYDENUM

ALLOY 364, REF. SOURCE ADDED

1

ELECTROPOLISHING REQUIREMENT

IN NOTE #2 REMOVED M.J.M.

REDESIGNED

*
(3.00 [76.20])
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